
SKY-DC55VN35S Pan Tilt Zoom Camera

General

PTZ Function

Environmental

Pick up Element                        1/4” Sony EX-View CCD
Scanning System                        2：1 Interlace
Resolution                                      520 TV Lines
Minimum illumination          0.01 Lux - Day/Night
Electronic Shutter                        1/100,000sec
Signal to Noise Ratio                        50dB
Video Output                                      1.0 Vp-p, 75W BNC
White Balance Auto, ATW, One Push, Manual
Back Light Compensation Auto ON-OFF
Video / DC Drive Auto Iris          ON-OFF
Gamma Correction          0.45
Gain Control Auto/Manual (-3 to 28db)
Iris Auto/Manual

Focal Length                                     3.4 - 122.4mm
Zoom Lens                                           35X
Zoom Control Fast Motorized, 3/6 sec Full Pan
Focus Auto/Manual/Push Lock
Rotation                                     Endless
Pan Speed                                     0.5°~140°/sec
Tilt Speed                                     0.5°~100°/sec
Preset Data Pan/Tilt/Zoom Ratio, Position,

Sequence, Cruise
Preset Points                                     80max

Operating Temperature        -35°C to +40°C
Weatherproof Yes (IP66)
Humidity                                             10%~90%RH
Power AC 24V @ 50 Watts
Internal Heater Yes - On @ 15°C
Internal Fan Yes - On @ 40°C

Dimension                                   218mm × 308mm 
Net Weight                                   5kg
Wall Mount Bracket                        Included

Physical

The SKY-DC55VN is a Day/Night Pan Tilt
Zoom camera system. With a High Power
Sony EX-View Chipset,  35X Optical Zoom
and an outdoor housing, this deluxe PTZ
gets the job done!
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