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SKY9620B PANASONIC COLOR WATERPROOF CAMERA
W) General ————————————————————
Pick up Element Panasonic DS CCD Sensor
Scanning System
Sync.Mode
Resolution 550 TV Lines
Minimum illumination 0.5Lux,F1.4
Auto Electronics Shutter ON-OFF
Signal to Noise Ratio More than 48dB
Sl Video Output 1.0Vp-p, 75 ohm
o £ Flickerless ON
Shutter Control 1/60~1/100,000 sec.
Eclipse
Auto White Balance ON
Back Light Compensation ON-OFF
This DSP Series waterproof camera Video / DC Drive Auto Iris
has a high quality 1/3" sensor AWB ON
displaying exceptional picture. It's ﬁfcc ON

compact design is ideal for a
number of locations and can be
easily mounted on the wall or ceil- @ Electrical ————————————————————
ing. Designed for indoor or outdoor
with tempered glass to protect the
internal lens from damage.

Power Source AC/DC 12V
Power Consumption 3.6W

&) Environmental —----------mmmmmmemmee

Operating Temperature -10C to +60C
Waterproof YES
&) Physical —————————————————————————-
Lens
Dimension 50 (W) x 50 (D) x 80 (H) MM
Net Weight 1KG
PANASONIC
CCD ¥ Recommended Accessories ——----------
Lenses

Outdoor Housing
Indoor Bracket



